
• D:EKIK PFN cable failure
• Overthruster was off, needed to be restarted.

○ Stacked 24.8mA/hr with a production of 20.8 pbar/Mp with 7.8 Tp on target.
• Stacking

○ Transfer efficiency 95.1% in 57 transfers over 19 sets.

○ Transfer 26246 (19:15), lost 2nd transfer when MI-30 quad PS VCB opened.
○ Overall efficiency when we remove the bad set is 96.6%

• Transfers

Operational Notes:

○ Pbars stacked: 481.23 E10
○ Time stacking: 20.58 Hr
○ Average stacking rate: 23.38 E10/Hr

• Stacking

○ Number of pulses while in stacking mode: 31958

○ Number of pulses with beam: 30578
○ Fraction of up pulses was: 95.68%

• Uptime

○ Corrected time stacking: 19.69 Hr
○ Possible average stacking rate: 24.44 E10/Hr
○ Could have stacked: 502.94 E10/Hr

• The uptime's effect on the stacking numbers

○ Pbars sent to the Recycler: 471.49 E10
○ Number of transfers : 59

○ Number of transfer sets: 20
○ Average Number of transfer per set: 2.95
○ Time taken to shoot including reverse proton tuneup: 00.21 Hr

○ Transfer efficiency: 94.58%

• Recycler Transfers

○ Average POT : 7.78 E12
○ Average production: 20.23 pbars/E6 protons

• Other Info

Numbers

Plots
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LCW leak up to 100 gal/day from 70gal/day

D:EKIK
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D:EKIK
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